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NATIONAL CAPACITY LDR VARIANCES FOR UIC WASTES A—Continued

Waste code Waste category Effective date
U277 ot All July 8, 1996.
U278 ...t All July 8, 1996.
U279 ot All July 8, 1996.
U280 vt All July 8, 1996.
UB28 ... All Nov. 9, 1992.
UBB3 oo All Nov. 9, 1992.
UB59 oot All Nov. 9, 1992.
UBB4 ... All July 8, 1996.
UBB5 ... All July 8, 1996.
UBBB ..ot All July 8, 1996.
UBB7 oo All July 8, 1996.
UB72 e All July 8, 1996.
UB73 o All July 8, 1996.
UBT75 it All July 8, 1996.
UBT76 e All July 8, 1996.
UB77 ot All July 8, 1996.
UB78 oo All July 8, 1996.
UB79 o All July 8, 1996.
UBBT oot All July 8, 1996.
UBB2 ..o All July 8, 1996.
UBB3 ... All July 8, 1996.
UBB4 ...t All July 8, 1996.
UBB5 ...t All July 8, 1996.
UBBB ...t All July 8, 1996.
UBB7 oot All July 8, 1996.
U3B89 ... All July 8, 1996.
UB90 ..o All July 8, 1996.
UB9T e All July 8, 1996.
UB92 .o All July 8, 1996.
UB95 .o All July 8, 1996.
UB9B ..ot All July 8, 1996.
U400 ..o All July 8, 1996.
U401 o All July 8, 1996.
U402 ..o All July 8, 1996.
U403 ..o All July 8, 1996.
U404 ..o All July 8, 1996.
U407 oo All July 8, 1996.
U409 ..o All July 8, 1996.
U410 o All July 8, 1996.
U1 e All July 8, 1996.

aWastes that are deep well disposed on-site receive a six-month variance, with restrictions effective in November 1990.
bDeepwell injected D002 liquids with a pH less than 2 must meet the California List treatment standards on August 8, 1990.
¢Managed in systems defined in 40 CFR 144.6(e) and 14.6(e) as Class V injection wells, that do not engage in CWA-equiva-

lent treatment before injection.

NOTE: This table is provided for the convenience of the reader.

[62 FR 26037, May 12, 1997, as amended at 63 FR 28752, May 26, 1998; 71 FR 40279, July 14, 2006]

APPENDIX IX TO PART 268—EXTRACTION
TOXICITY TEST
METHOD AND STRUCTURAL INTEG-
RITY TEST (METHOD 1310B)

PROCEDURE

NoTE: The EP (Method 1310B) is published

in

“Test Methods for Evaluating Solid

286

Waste, Physical/Chemical Methods,” EPA
Publication SW-846, as incorporated by ref-
erence in §260.11 of this chapter.

APPENDIX X TO PART 268 [RESERVED]
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